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MODEL 3000
Flatwork Ironer

‘The CMV Sharper Finish Model 3000 uses a full 30" (762mm) heated roll and two
oversize pressure rolls to produce outstanding quantity and exceptional quality of
ironed flatwork.

The full 30” (762mm) heated roll provides 604 square inches (3897 sg. cm) more of
heated ironing surface than machines using a
28” (711mm) roll. The result is more production
and better quality.

Available gas or steam heated to meet your
particular requirements. The most comprehensive
safety and convenient features are standard
equipment on both models.

Angled lower discharge conveyor provides a
discharge height of 31” (787mm) making the
machine ideal for use with an automatic folder.
This conveyor can also be reversed for ironed
work to be returned to feeding operators.

The latest state of the art inverter drive provides
totally variable speed throughout the entire speed range plus provides dynamic braking
as an added safety feature.

Silent natural draft burners provide just the right amount of heat to properly dry and
beautifully iron your flatwork but are not oversize to waste precious energy and money.
Ignition of this burner is provided by direct spark in partnership with burner far-end flame
sensor and ignition control module to insure safe and reliable operation.

The gas heated version of the Model 3000 is equipped
with our advance design Intelatrol® II. This device provides
energy saving and safety. Should the operators leave the
machine for twenty minutes the heat is automatically
turned off and a red signal lamp is illuminated. Should
they fail to return, the machine will remain operating until
cool and then the entire machine will shut off.

Energy is saved, excessive wear is reduced and safety is provided. Further proof of our
concern for your operation.

In the steam heated version of the Model 3000 the gas burner and control is replaced
by an inspected and certified heated cylinder. Temperature is automatically controlled
by the steam pressure supplied.



FRONT FEED REAR DELIVERY
WITH 4 OPERATORS
OR 3 OPERATORS AND
AUTOMATIC FOLDER

835 pounds (379 kg) per hour
of ironed flatwork

MAXIMUM THEORETICAL CAPACITY

AVERAGE CAPACITY — Sheets per hour

MAXIMUM NUMBER OF HOTEL ROOMS FOR WHICH
FLATWORK CAN BE PROCESSED @

' 6' dajrs (45 hc}urs) pergv..raek

MAXIMUM NUMBER OF HOSPITAL ROOMS FOR WHICH
FLATWORK CAN BE PROCESSED @

: 6 days (48 hours) per week







